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33 CFR Ch. I (7–1–08 Edition) § 146.135 

§ 146.135 Markings for emergency 
equipment. 

(a) Markings shall be provided as 
considered necessary for the guidance 
of persons on manned facilities. 

(b) The general alarm bell switches 
shall be identified by red letters at 
least one inch high with a contrasting 
background: ‘‘General Alarm.’’ 

(c) All general alarm bells shall be 
identified by a sign at each bell in red 
letters at least one inch high with a 
sharp contrasting background: ‘‘Gen-
eral Alarm—When Bell Rings Go to 
Your Station. 

(d) All life floats, lifeboats, life rafts, 
and survival capsules, together with 
paddles or oars, shall be conspicuously 
marked with a name or number of, or 
other inscription identifying, the facil-
ity on which placed. The number of 
persons allowed on each life float, life-
boat, or life raft shall be conspicuously 
marked thereon in letters and numbers 
11⁄2 inches high. These numbers shall be 
placed on both sides of the life float, 
lifeboat, or life raft. Inflatable life 
rafts shall be marked in accordance 
with Subpart 160.051 of 46 CFR Part 160 
and no additional markings are re-
quired. 

(e) All life preservers and ring life 
buoys shall be marked with the name 
or number of, or other inscription iden-
tifying, the facility on which placed ex-
cept those which accompany mobile 
crews to unmanned platforms may be 
marked with the operator’s name and 
field designation. 

§ 146.140 Emergency Evacuation Plan. 
(a) The operator of each manned OCS 

facility shall develop an Emergency 
Evacuation Plan (EEP) for the facility 
which addresses all of the items listed 
in paragraph (d) of this section. The 
EEP may apply to more than one facil-
ity, if the facilities are located in the 
same general geographic location and 
within the same Coast Guard Officer in 
Charge, Marine Inspection (OCMI) 
zone; if each facility covered by the 
EEP is specifically identified in the 
EEP; and if the evacuation needs of 
each facility are accommodated. The 
EEP must be submitted to the OCMI 
having jurisdiction over the facility, 30 
days before placing the facility in oper-
ation. The OCMI reviews the EEP to 

determine whether all items listed in 
paragraph (d) of this section are ad-
dressed for each facility included in the 
EEP. If the OCMI determines that all 
items in paragraph (d) of this section 
are addressed, the OCMI stamps the 
EEP ‘‘APPROVED’’ and returns it, to-
gether with a letter indicating Coast 
Guard approval, to the operator. If the 
OCMI determines that any item is not 
addressed, the OCMI stamps the EEP 
‘‘RETURNED FOR REVISION’’ and re-
turns the EEP, together with an expla-
nation of the EEP’s deficiencies, to the 
operator. 

(b) Once the EEP is approved under 
paragraph (a) of this section, the facil-
ity operator shall ensure that a copy of 
the EEP and the letter indicating 
Coast Guard approval is maintained on 
the facility. 

(c) The EEP must be resubmitted for 
approval when substantive changes are 
made to the EEP. Only the pages af-
fected by a change need be resubmitted 
if the EEP is bound in such a way as to 
allow old pages to be removed easily 
and new ones inserted. Substantive 
changes include, but are not limited to, 
installation of a new facility within 
the area covered by an EEP, relocation 
of a MODU, changes in the means or 
methods of evacuation, or changes in 
the time required to accomplish evacu-
ation. 

(d) The EEP must, at a minimum, 
(1) Be written in language that is eas-

ily understood by the facility’s oper-
ating personnel; 

(2) Have a table of contents and gen-
eral index; 

(3) Have a record of changes; 
(4) List the name, telephone number, 

and function of each person to be con-
tacted under the EEP and state the cir-
cumstances in which that person 
should be contacted; 

(5) List the facility’s communica-
tions equipment, its available fre-
quencies, and the communications 
schedules with shore installations, 
standby vessels, rescue aircraft, and 
other OCS facilities specified in the 
EEP; 

(6) Identify the primary source of 
weather forecasting relied upon in im-
plementing the EEP and state the fre-
quency of reports when normal weather 
is forecasted, the frequency of reports 
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